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"We had several reasons for choosing PTV xServer: its excellent 
performance, its scalability and its truck-specific information." 
Len Mifsud, Marketing Manager, Microlise Ltd 

  
 
 
 
 
 
 
 

 
 
GETTING MORE FROM THE FLEET 
Fleet Performance is the name of the 
telematics solution which Microlise uses 
to support its customers worldwide in 
reducing their costs and the 
environmental impact of their fleet, while 
simultaneously increasing the safety and 
efficiency of their drivers and vehicles. 
The solution offers a multitude of standard 
and additional modules to meet clients' 
varying requirements. 
 
The aim is to get the best from the fleet 
through monitoring. The tools help with 
this monitoring so customers know where 
their vehicles are and what current vehicle 
occupancy looks like, how economically 
and cost-effectively the vehicle is being 
used and what the journey status is. This 
lets customers check whether the 
shipment adhere to the timetable or if 
there are any unexpected deviations from 
the plan. 
 
By monitoring driver behaviour with 
telematics, giving feedback to the drivers 
and providing regular training courses, 
significant savings can be made in fuel 

consumption and therefore in CO2 

emissions. 
 
WORLDWIDE VEHICLE TRACKING 
Microlise has been using PTV xServer for 
worldwide vehicle tracking for over ten 
years. "Route planning that is tailored to 
trucks, detailed information like truck 
speed restrictions and accurate 
calculation of pollutant emissions are 
especially important to us," says Len 
Mifsud from Microlise. "PTV xServer 
offers us a wide range of possible 
applications in this area."  
 
PTV xServer comprises high-performing 
software components which facilitate the 
integration of geographical and logistical 
functions into existing IT systems. At 
Microlise, for example, PTV xLocate 
server functions like reverse geocoding 
are useful for determining an exact postal 
address using geocoordinates. This 
means that Microlise's customers are 
informed of the exact position of their 
vehicles, and can see the distance from 
the point of delivery and what is 
happening at the depot and/or with the 

traffic in real time. This function can be 
used, for example, to work out which 
vehicle is closest to a particular address 
in order to calculate the best route for the 
vehicle and the expected time of arrival. 
 
ADVANTAGES OF THE PTV XSERVER 

� No development of proprietary software 

tools 

� Reliable standard technology 

� Straightforward integration 

� Extensive service and support 

� Extensibility through modular design 

� Scalability 

� The latest maps and data 

� Customised settings 
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Microlise Ltd., with its headquarters in Nottingham, UK, offers 

transport and telematics solutions. For over 30 years, 

Microlise has been helping its customers reduce the cost and 

environmental impact of their fleet operations. In 2014, 

Microlise's solutions assisted their customers in saving £172 

million in fuel costs and reducing their CO2 emissions by over 

333,000 tonnes. That's equivalent to the emissions from 

135,000 family cars. 
   

 
PLANNING SECURITY 
"The routes that the PTV xRoute Server 
generates take into account truck 
restrictions such as tunnel restrictions and 
roads that are blocked for trucks. This 
means that it's reliable and offers our 
customers optimum security," says 
Mifsud. 
 
When calculating routes, relevant vehicle 
features such as height, weight and load 
type are taken into account. The user can 
express a preference for, or choose to 
avoid, certain stretches of road, e.g. toll 
roads, city centres, residential areas or 
stretches that require a turn.  
 
When calculating emissions, factors 
including the actual distance of road 
covered, the vehicle and/or emissions 
class, the cargo load and other significant 
influencing factors such as the gradient of 
the stretch are taken into account.  
 
"We had several reasons for choosing 
PTV xServer: its excellent performance, 
its scalability and its truck-specific data. 
We weren't just looking for a solution that 
would fit seamlessly into our range; we 
wanted one which met all of our 
requirements without exception – and 

PTV is perfect for us in that regard," says 
Mifsud, continuing: "Microlise is really 
happy with the products and the support 
that we receive from the PTV team." 


